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� �� ��� ���� ���� ��� �����

� � �� ���� ��� ��� �� ���� ��

� �� ��� ���� ��. �� ���� �� ��� 

��� (miscible polymer blend)�1 �� ��� ����

�� ��� ���� ��� ���� ���� ���

��� (immiscible polymer blend)� ���� ��.2,3 ��
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������(	� ��) �� [waste poly(vinyl chloride), RPVC]
 ������ �� (waste polyethylene, 
RPE)� � ���� �� ��� ��� ��� �� �� ����� ��� �� 4 ��� ��� �
� ����� ���� (EVA)
 ��� ����� ���	 ���� (����)� ����� ���

���, �� �� � ��� ����� ��� ��� �����. �� ������ ��� �� EVA
� ����� ����� ��, �� ��� � �� ��� ��� ��	 � ���� ����� ���

� ���� �� �� �� ��� ��� ���� ��� ��	 � ����, ��� ��� ��

�� �� ��� ���� ��	 � ���. ������ ����� ��� �� ���� �� �
	�� ���� ������, ��� �� ��� �� EVA ��� �� �� �� ��� ��� ��

	 � ���. ��, �� �� � �� ��� �� ��� ��� �����. 
 
���������The polymer blends of waste poly(vinyl chloride) (RPVC) and waste polyethylene (RPE) were 
prepared by melt mixing. Various ethylene-vinyl acetate copolymers (EVA) and ethylene-methacrylic acid Na 
salt copolymer (ionomer) were used as compatibilizer. Their morphologies and mechanical properties were 
evaluated as a funtion of mixing sequence and time. EVA with high vinyl acetate contents showed a rapid 
increment of tensile properties when small amount was added. Tensile properties of the blends were gradually 
increased with the addition of ionomer. Morphologies of RPVC/RPE blends were analyzed by scanning electron 
microscopy. FT-IR data showed that EVA was a good compatibilizer in RPVC/RPE blend compared to ionomer. 
Mechanical properties of the blends were highly enhanced when RPVC and compatibilizer were mixed and first 
RPE was added later. 
 
Keywords�waste PVC, waste PE, blend, compatibilizer, morphology. 
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���, �28� �6�, 2004�  �PVC� ���� �� � �� ��(III) � � ����

� ��� ���� �� �� ���. �� ���� �

�� ������ ���� ��� ��� �� � ��

� ���� ��� ���� ���� ��� ���� 

� �� ������ �� �� � �� ��� ��� �

�� ����. ���� ��� ���� ��, �� �

���� ��� �� ��
 ���� ��� ���� 

��� �� ���� ���� ��� 
��� ��� 

����. �
 	� 
���� ��� ��� �� ��

� ���� ��� ���� ������ ��� 	�

� ���� ���, � ����� ��� 	� �� �

�.4 ���� �� �� ����
 	� ����� �

��� ��, ��� ��� �� �� � ��� ��� 

��� ���� ��, �� �� �� ���� ���

� ��, � ���� �
��� ��, ��� �� �

� ��� ���� �� � �� ��� ��� ���

� ��. ���� ��� ���� ��� �� Heiken,5-7 

Ide,8 �� 2��� ���� ���� �3� ��� �

� ������� �� ��� ���� �� � ��

� ��� ������ �� ����� �3� ��� 

“���� (compatibilizer)” �� “�� 	�� (interfacial 

agent)”� ��� ��. ����� ���
 	�� ��

����� ���� ����� ��� ���� � �

� ��� ���
 ���, � ���� ��� �� �

��
 ����� ��� ����� ���� �� �

� ��� ���� ���� ��� �� �� ��� 

��	 � ��. � �� ����� � ��� �� �

��� ��, ��� ���� �� ��� ��, ��� 

��� �� �� � �� ��	� �� �� 
�� �

�	 � ���, �� ���� �� � ���� �� �

�� �	�� �	� ��.9  

�� ���� �� 

�� ��� ��� ��� �

�(	� ��) �� [poly(vinyl chloride), PVC]� �� �

��
 ����� ��� PVC
 ���� �� ���

� ���� ��� �� ����� ��. PVC� ��

�� ���� ��� ��
 �
�� 
	���� 

� �� ��� ���� �� ������ �� �	�

� ���� ��� �
��. PVC� ���, �� � �

���� � ���� ����� 
�, �� � �
� 

����� �� ���� �� ����� ���(	� 

��) �� (RPVC)� 
	�� �� ��� ����. �

�� RPVC� �� ��� �� ��	�� �� �� 

���� �� ��� ��� ��� �� 	��� ��

� �
�� ��� �� 
�� ��� �� ��� �

�� �
 ���� ����� ����� ��� �� 

�� ��� ������ 
	�� � ��� �� �

�.10,11 ��� ���(	� ��) �� (RPVC)� 
	�� 

������ (RPE)�� ������ (waste polyethylene 

terephthalate, RPET)
 �
��12-14 � � 
	��� �

�. ��, RPVC� ��	 ���� ���� �� 	�

��� �
�� 	�� �� ��� ����� 
� 

��� �� ��� ���� ��� ��	 � 
	�

�� �� 	����.15,16  

RPVC� ����� ��� ����� (PE), ����


� (PP) ���� �� �� ����. �� ���� 

RPVC� ��� �� ���
 ��� ����� �� 

���� �� ���� 
	��� ���� ���� 

�� ���� 
	��� ��� �� �����. �� 

��� RPVC� �� �� �� ��� �� 
�� 	� 

���� PE
 PVC 
�� ���� ��� ���� 

	���17 �� ��� ���� ���� �� �	��. 

��� �PVC� �� ��, �� RPE� PP	� ��

� ��
 ���� ��� 
	��� �� 	���� 

����� �� �� ��� ���� �� ��� ��

� ��, ���� �� 
	�� � �
� �� ��.  

������ �� �� PVC/PE ���� ���� �

 ����� ���� ��� ����� ��� �� 

��� ���� ��. 

 ���, ��� ��� ��

��� �� �� �� ����, �� ��, 	� ��

��� (chlorinated polyethylene),18,21 ����-����-

���� �	 ���� (styrene-butadiene-styrene terpoly-

mer),19 	� �� (natural rubber),19 ���-��
�-�� �

� (ethylene-propylene-diene rubber),19,20 ��� �� ���

�� ���� (ethylene vinyl acetate copolymer),21,22 ��

�� (ethylene methacrylic acid sodium salt copolymer),22 

Elvaloy  (terpolymer plasticizer) ��21 ���� ���� 

����� ��� ���� ���, �� ��
 ��

��� 	� �
�� ���� ����� �
 ��

� �� �� ��	� ����� ��� ���� �

�.23-25  

� �����, RPVC
 RPE� �	�� ��� ���

� ���� ��, ��� ��, ���� ��� �� �

�� ��� ��� ��� ��,26,27 � �� ���� 

���� ��� �� ���� �� � �� ��� �

��� ��� ��� �� ���� PE
 ��	� � 

��� �
�� �	� ��, ���� PVC
 ��

	� � ��� �
�� �� �� ������ ��

��� ���� ��� ������ ���� ��� 

��� �����. �� �� ��� ���� � ��

�� ��� �
� ��� �� ���� �� ��� 

���. �� �� ���� �� ���� ��� ��
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���� � ���
��� ���, �28� �6�, 2004��

� �� ��� �	� �� ��� �� ����� �

�� �� 	�� �
 �����, �	��� ��� �

��� ����� ���� ���� ��� ��� �

����� �����.  

 
	������

 

��� �� ��� ���(	� ��) ��� �� �� 

�� (Tg)� 80�85 � ���� ���� �� ���� 

	� ��� ��(	� ��) �� ����� ���� 

���� �� 2 mm� ��� ���� �����, �

����� ��� ���� 0.95 g / 10 min� ��



� ������ 

� ������� ��� ��

� ���� ���� 0.4 g / 10 min� �
� ���

���� ��� ������ �
�� 170 ��� 2500 

psi� ����� 	� ��� ���� �����. �

�� ����� ������� ��� �� �� 4 �

�� ���������� (EVA)
 ����� Table 1

� ��� ��� �����.  

����������� RPVC, RPE � ����� � ��

� � 
�� ���� Haake Rheocord 600� ���� 

170 �� �� ��� 60 rpm�� 7�� �����. �

� �	� ��� ��� �	����, �	 ��� ��

� ��� 
�� ���� ��� ��� ����

� ��� �� �, �� ��� �� ��
 ��� �

�� �	���. ��� �� ��� 
	� ���� �

�� PVC, PE �
� �� ���� �� �� ��� 

170 ��� ����� ��� ���� �� �� �� 

��� ��	 � ���� �� �	� ���� �� �

��� ��� ���� ���� 	�� �����. �

��� �� ���� �� ��� �	�� �� 180 �

� ��� ��� �� ���� 140�140�2 mm ��� 

���� 3�� �� ��� � 5�� �	� �� ��

� ���� �� �� �� ���� �����. �� 

���� ��� ��� ���� ��� ��� ���

� Instron 8516� ���� � 50 mm/min�� �� �

�� �	��� (ASTM D638). ���� ��� ��� 

��� �� ���� 	��� ����, ��� �� �

�� PVC� ���������� (THF)�� ��� 

� JEOL JSM-840A SEM (scanning electron microscope)�

� ��� �� � ��� �� ��� �����. �

���� ��� ��� ���� �� ATR ��� ��

� ��� Bruker vetor/22 NIR spectrometer� ���� 

�����.  

������������������������ RPVC/RPE 

���� �� �� � ��� ��� �� �� � �

��� ��� �	� ���, RPVC
 RPE� ���� 

�� ���� �� (NC), RPVC, RPE
 ����� ��

� ���� �� (SB), RPVC
 RPE� 

 �� � �

���� ���� �� (VB), RPVC
 ����� 

 

�� � RPE� ���� �� (EB), ��� RPE
 ��

��� 

 �� � RPVC� ���� �� (CB)� 5�

� ��� ��� �����. �� �� ��� �

�� �� �� � ���� �� ��� �	� �� �

� ��� 3�� ����� (Table 1).  

 

�����������

 
�����������������������������

����� � ����� � ���� ���� ���� 

�� RPVC/RPE/����� � ���� � �� ��

� ���� ���� ��� ��, �� � �� ��

� �����. ���� ��� ��� RPE� ��

� �� ��� ���� RPVC/RPE�30/70 (C30), � �

��� �� ��� �� ��� ���� RPVC/RPE : 

50/ 50 (C50), ��� RPVC� ��� �� RPVC/RPE�

70/ 30 (C70)� 3��� �����. RPVC� ��� �

	� 	� �� (RPVC/RPE�30/70 � 50/50)� RPVC� 

THF� 	�� � ���� ���� ��� ����

��, RPVC� ��� �	� �� (RPVC/RPE�70/30)

� ���� ��� ��� ���� �� RPVC� 	

��� 	� �� �� ��� ��� �����.  

Figure 1�� ���� �� 	� RPVC/RPE� ��� 

30/70��� ���� ��� 
� ���� �	��� 

5�10 µm 	�� ��� ��� ���� ���� 	
 

���� ��. 50/50 ����� 20�30 µm ��� � 

RPVC ��� 
� ��� ��� �	� �� ���

� ���� ���� ���. 70/30� ����� ��

� ���� ����� ���� � ���� ���� 

����������	
���������
�������������
������������ �

P olym er 
C oding  

C om pany  
C om m ercial 

N am e 
M I 

(g /10  m in) 
C o-m onom er 

(w t% ) 
aV 28 
V 25 
V 19  
V 15  
bN  

S E E T E C  
D upont 
H anw ha 
chem ical 
S E E T E C  
D upont 

VA  
E vaflex  

E VA  
V S  

S urlyn  

6 .0  
2 .0  
1 .8  
2 .2  
2 .8  

Viny l acetate  (28) 
Viny l acetate  (25) 
Viny l acetate  (19) 
Viny l acetate  (15) 

M ethacry lic  acid  N a 
salt (15) 

aV28 : Ethylene vinyl acetate copolymer, vinyl acetatecontent 28 wt%. 
bN : Ethylene-methacrylic acid Na salt copolymer. 
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���, �28� �6�, 2004�  �PVC� ���� �� � �� ��(III) � � ����

�� � �� ���� ��
 ���� ���� 
�

����. ��� RPVC/RPE� ���� ��� ��� 

��� � ����� ���� ��.  

��� ����� �� RPVC/RPE� ���� ��

��� �� �� �� ����� ������ �� �

� ����26,27 ���	 ���� � ���� �
 �

���� EVA
 ��� ��� ��� ����� ��

�� ���� ��� ����� ���� ��� ��

� ����� ������, ���� �
 ����� 

EVA�� �� ������ ��� �� ���� �	 

��� ���� ����� ��� ��� ��� Table 

1� �����.  

����� ���� �
 ���� ���� ���

�� Figure 2�� �� 	
 	� RPVC/RPE�30/70 (C30)

�� ����� �
�� RPVC� �� THF� ���

� �� ��� ���� RPVC ��� ��
 �� ��

� � � � � � � � �

 (a) (b) (c) 
 
��������� SEM microphotographs of RPVC/RPE blends with different compositions. (a) RPVC/RPE 30/70, (b) RPVC/ RPE 50/50, and 
(c) RPVC/RPE 70/30.�

� � � � � �  
 (a) C30V25-1  (b) C30V25-10  (c) C30V15-1 
 

� � � � � � �

 (d) C30V15-10  (e) C30N-1 (f) C30N-10 
 
����������SEM microphotographs of RPVC/RPE 30/70 blends with various compatibilizers. (a) C30 V25-1 wt%, (b) C30 V25-10 wt%, 
(c) C30 V15-1 wt%, (d) C30 V15-10 wt%, (e) C30 N-1 wt%, and (f) C30 N-10 wt%.�
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��	� � ���
��� ���, �28� �6�, 2004��

� �����. Figure 1(a)� �� ���
 �
� �� 

����� ���� � ����� ��� ��� ��

� �� ��	 � ���, EVA� ����� ��� �

� ����� ����� ��� ��� ���� ��

� ��� ��� �� �� ��� ���� ��� �

�� ����. �� ����� 1 wt% ��� ��� 

10 wt% ��� �� ���� ��� � � �� ��� 

��� �� ����� ���� �� ���� ��� 

���� ��� ��� ��� ����. Figure 2� (a)


 (b)� �� ����� ��� 25%� EVA� ����

� ��� ��� (c)
 (d)� �� ����� ��� 

15%� EVA� ��� ��� ��� �
� �� �� �

��� 1 wt% ����� � (a)� (c)� �� ���
 

���� ��� �� �� ���� 10 wt% ����� 

�� �� (b)� (d)� �� ���� ��� �� ��

� ����. �
 	� ��� � � ������� �

������ EVA� �� 
�� �� ���, EVA� �

���� ��	 �� �� ����� ��� �� �

� RPVC/RPE ���� ���� ����� ��� �

����.  

����� 
�� 	��� ���� ����� � 

�� �� ��� �����, ��� ��� ����

� ��� ���� ��� ���� ���� �� 

�
� ���� ��� ��� ����� �� �� �

�, �� ���� ���� ����� �� �� ��

�� ��� ���� ���. ���� ��
 ���

� ��� �� �� ��� ��� ���� � ���

�� ����� ��
 ���� �� �� ���� 

��
 ��� ��� �� ��
� �� ��� ���

��. Figure 3� ��� ����� �� ��� ���

�� ��� ��� �	� �� �����. Figure 2� 

���� ��� ��� ���� ��� �� ����

� ��� �� EVA (V25)� ����� � �� �� �

��� ��� �����, EVA (V15)� ����� ��

���� �� ���� ��� ���� ���� �

� �����. ���� (N)� ����� ��� �� 


 3 wt% ��� ��� ��� �� ���� ��� 

��
 ���� 5 wt% �� ���� ��� ��� �


 ���� ��� �����. Figure 4� �� ��� 

��� ��� ��� RPVC/RPE�30/70 (C30)�� �

���� EVA (V25)� ������ �� ��� �� 

�
 ���� ��� �����. EVA (V25) ����

� �� �� �� ����� � 	�� �� ��� 

���� �� � ���� �	�
 ���� ��� 

���. ���� (N)� ���� �� �� �� ��� 

���� ���� ��� ���, EVA (V15)� �� 1 

wt% ���� ���� �� ��� 3 wt% �� ���

� 
�� ���� ��� ��� �� ��� ���

��. Figures 3� 4�� �� 	
 	� ���� ��� 

��� ���� ��� �� 
��� ����� ��

�� �� 
�� ��	 � �� ��� ����  

� ���.  

Figure 5� RPVC/RPE� ����� ���� EVA (V25)


 ���� (N)� 5 wt% ����� � �� ��� �

�� �����. Figure 5�� �� ��� �� ���

� �� ����� ��� ���� ��� �� �
 

���. ��	� ��� ��� � RPE
 RPVC� �� 

��� �� �� � ���� �	� ����� �

���� ����� � ��� ��� ���� ���

� �� ��� ����� ����� 
�� �
 �

������� �� PVC domain sizes in RPVC/RPE blends of 30/70 
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�

�	 � ���. �� RPVC/RPE�70/30� ���� �

�� 
�� �� �
 ���� ��� ��� ��� 

�� � ���� � �� �� �� co-continuity� �

��� ��� ��� RPVC/RPE�50/50 (C50)� 70/30 

(C70)� ��� ��� ��� � � ��. �� Figure 2

�� ���� ��� �� ��� ��� �� ���

� ���.  

�� ����� ��� �� �� ��� ���� EVA

� ���� ���� ����� � ����� �� 

��� ��� Figure 6� �����. ��� RPVC/RPE�

30/70 (C30)�� EVA (5 wt%)� ����� ���� 

Figure 6�� �� 	
 	� �� ���� ���� �


 ����, ����� ����� �� ������ 

��� ���� �� ��� ���� �� ��	 � 

���. �
 	� ���� EVA� �� ����� �

�� ���� �� ���� ����� �� ��� 

�� �� �����
 RPVC ��� �� �
�� �

���� �� ���28 �� ������ ��� ��

	�� ���� ���� ���. PVC
 EVA� ��� 

���� �� ���� EVA� ����� �� ���

��� ��� �� 60�5%� ��� �� ��� �� 

��� �� EVA� 
�� ���� ��� ���� 

��.29 ��� � ����� 	� ��� ����� 

�� ���� ��� ���� �� ����� ��� 

30% ��� EVA� �����.  

����� ���� ���� �� ATR� ���� 

�����. ����� ��� �
� ����� ��

��� ������ Figure 7�� �� 	
 	� EVA

� ��� �
 (1740 cm-1)� �� �
�� ����� 

���� �� ���� ���� ��� �
� ��� 

RPVC� �� ���� �� ��� ���� ��� �

� �����
 ���� 	� �� (1590 cm-1)� 	�

� ��� ����. ��� ��� ��� ��� �
 

(1736 cm-1)� ���� �� �� ��� �
� RPVC� 

�� �
� ���� ��� ����. �� ����

� ��� �
 (1699 cm-1)� �� ���� �� 	 �

� (1593 cm-1)� 	�� ��� �
 (1730 cm-1)� �� 

�
�
 ��, ��� RPVC �� �
�� ����� 

��� ��	 ��� ���� ��. ���� Figure 5

�� � ��� ������� �	� ������ EVA

� �� ���
 ����, ����� ��� 1.3� 	

� ���	 �� ��� ����, EVA� ��� �� 

������� �� Effect of compatibilizers on tensile strength of 
RPVC/RPE blends.�
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2� �� ���� ��	 � ���.  

������������������������ RPVC
 RPE

� �� � � �� ��� ��� �� �� � ��

�� �� ��� �� �����. �� �� Table 2

� ��� 	
 	� RPVC
 RPE� ���� �� �

��� �� (NC), RPVC, RPE
 ����� ��� ��

�� �� (SB), RPVC
 RPE� 

 �� � ����

� ���� �� (VB), PVC
 ����� 

 �� � 

RPE� ���� �� (EB), ��� RPE
 ����� 



 �� � RPVC� ���� �� (CB)� 5�� �� �

�� �����. 

 � ���� ���� ���� 

�� RPVC/HDPE/����� ��� ���� � �

��� � �� ��� ���� ���� ��� ��, 

�� � �� ��� �����. Figure 8� 5�� �

��� � � ���� EB
 CB��� �� ��� �

�� ��� ���. �� ��� ������ ��� 

���� EB ��� CB ��� �
��, EB ��� �

�� ��� ��� ����� �� �� �� ��	 

� ����, �� PVC� ��� 20%� ����, CB 

���� ��� 20�30 µm��	 ��� ��� EB �

��� �� ��� 5 µm ��� ��
 �� ��	 � 

���. �� �	� PE� �� ����
� ��� � 

� ��� ���� PVC
 ����� �� ���� 

��� ��� �� �� PE� �� ���� �� ��

�� ������ �� 
���� ����. Figure 9

�� HDPE �� LDPE� ���� PVC/LDPE/����

� �� ��� �� ���� �� ��� �� ��� 

��� �� �����. LDPE� ��� ������ 

HDPE� ��� ���
 ���� EB ���� ��

� ���� CB ���� ��� ���� �� ���

�� ��� ��� ��� ��	 � ���, HDPE� 

��� ���� ��� �� ��� ��� ��� �

�	 � ��.  

Figure 10� �� �� ����� �	�� ��� 

���� �� �� � �� �� �� ��� ��� �

��� Figures 8, 9�� ����	 ���� �� ��


 ��� ���� �� ��� �����. PVC/HDPE 

���� �� EB ���� ��� ���� �� ��  

� � � � � � �
 (a) CH20-EB  (b) CH20-CB  (c) CH50-EB 
 

� � � � � � �

 (d) CH50-CB  (e) CH80-EB  (f) CH80-CB 
�

�������  � SEM microphotographs of RPVC/HDPE blends with various mixing sequences. (a) RPVC/HDPE�20/80 (EB), (b) 
RPVC/HDPE�20/80 (CB), (c) RPVC/HDPE�50/50 (EB), (d) RPVC/HDPE : 50/50 (CB), (e) RPVC/HDPE�80/20 (EB), and (f) 
RPVC/HDPE : 80/20 (CB).�
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M ethod  C ode M ix ing  S equence 
N C  R P V C /R P E  w ithou t com patib ilizer, E V A  
S B  B lend ing  R P V C /R P E /E V A  (10w t.% ) sim ultaneously  
V B  A dding  E V A  after m ix ing  R P V C /R P E  
E B  A dding  R P E  after m ix ing  R P V C /E V A  
C B  A dding  R P V C  after m ix ing  R P E /E V A  
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� �� �� ��� ����� ��� ��� ��� 

��� Figure 10�� ��	 � ��. �� Figure 8� �

� ��� ���� ��	 � �� ���, EB ���

� ����� � ���� ���� �� � ��� ��

� ����  � ��. PVC/LDPE ���� ���� 

EB
 SB �� �� ��� �� ��� ��� ���, 

����� ����� ��� �� ���� VB ��

� �� �� �� ��� ��� ���  � ��. �

� ��� 	�� 	
 ����, LDPE� ��� ��

�� ���� �� � ��� ��� �� ���� � 

��� �� 	� ��� ��� ����.  

Figures 11, 12�� 
�� ���� �� RPVC/RPE �

��� ��� �� ��� �� ���� �� � ��

� ��� ��� ��� �� ��� 1�3� ��� 

�����. Figure 11� �� ��� ��� �� ��

��� ���� �� ��� ��� ���. �� ��

� ��� �
� �� �� ��� ���� �� ��

� ���� �� ���� ��� ���� ��� �

�� ��� ��	 � ���  � ��. �� 1 �

���� ���� ��� ��� �	� ��� ���

�, ��� ���� ��� ���� ���� 
�� 

� �� ��	 � ��	 ��� ����. ��, Figure 

12�� ��� 	
 	� �� �� � ����� �� 

��� ���� �� ��� ���� ��� ��	 

� ��. �� 3 ��� �� � 
�� �� ��� 

��� �� ��� ��� 	�� �����, �� ��

� ��� �� ��� ����� ���� �� ��

���� ����, �� 3 
����� PVC� ��

�� ���� 	�� ����.  

 
�������

 

RPVC� 
	� �� ��� �� �� ���� RPE


 RPVC� � ����� ���� ����� �� 

� ��� �� ��� ��� ���� ��� ��� 

�����. �� ����26,27 ���� ��� EVA
 �

���� ���� 
� ���� ����� �
 ��

��� ������, EVA� ����� �� ����

� ��� �� �� 4��� EVA� ���� ���� 

��� ��� ����� �� ��� �� �����. 

�� ���� �� � ���� ��� ����� �

���� ��� ���� ���� ���� �� � �

� ��� ��� ������, �� ����� co-con-

tinuity� �	� ���� �� 
�����.  

EVA� ����� �� ���� ����, EVA� �

���� ��	 � �� ������ ��� ���� 

�� ���� ���� ��� ������ �� ��

�� ��	 � �� ��� �� ��� �
� ���

� �����. �
 	� ��� �	���� ��� �

�
 ���� ���, ����� ��� �
	 � �

�� �� ��� �
� �� �
��� ���� RPVC

� �� �
� ������ ���� ���� ��� 

� � � � � � �

 (a) n=1 (b) n=2 (c) n=3  
�

���������� SEM microphotographs of RPVC/RPE blends with numbers of mixing. (a) n�1, (b) n�2, and (c) n�3.�

���������� Effect of numbers of mixing on tensile strength and 
impact strength of RPVC/RPE blends.�

0

1

2

3

4

5

6

7

8

 Izod impact strength
 Tensile strength

� �� �� �� 
� ��

Number of Mixing 

lz
od

 Im
pa

ct
 S

tr
en

gt
h 

(k
gc

m
/c

m
) �

�

�

�

�




�

�

�

Te
ns

ile
 S

tr
en

gt
h 

(k
gf

/c
m

2 ) 

����

����

����

����

�
��

����

����

����



Polymer (Korea), Vol. 28, No. 6, 2004� Structure and Properties of RPVC Blends (III) � �����

���, �28� �6�, 2004�  �PVC� ���� �� � �� ��(III) � � ����

�� �� � ��.  

���� �� ���� �� � ��� �� ��

��� RPVC
 ����� 

 �� �� RPE� ��

�� �� �� ��� ��� ��
� ��	 � ��

�. ��, �� ��� 3�� ���� �� ���� 

�� � ��� � ��� ��	 � ���.  
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	� 

���� ��� �PVC
	� ���� (M101KE010001-

02K0501-00910)� ��� ��� ��� ���� ��
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